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STORAGE OF ACFOAM® NAILABLE INSULATIONS
Material delivery should be carefully coordinated with the roof application schedule to minimize
job site storage. If job site storage cannot be minimized, the polyiso should be stored in a dry,
well-ventilated warehouse. Factory-applied packaging is intended only for protection during
transit. When stored outdoors or on the job site, the insulation should be stacked on pallets at least
four inches above ground level and completely covered with a weatherproof covering such as a
tarpaulin. The temporary factory-applied packaging should be slit or removed to prevent
accumulation of condensation. Roof insulation which has become wet or damaged should be
removed and replaced with solid, dry insulation.

WARNING – DO NOT LEAVE EXPOSED
This product is a polyiso organic plastic foam and will burn if exposed to an ignition source of sufficient
heat and intensity, or open flame, such as a welder’s torch. Like other organic materials, this product will
release smoke if ignited. Do not apply flame directly to ACFoam roofing insulation products when
installing a torch applied roof system. This product should be used only in strict accordance with Atlas
recommended uses and application instructions.

LIMITATION OF LIABILITY
Other than the aforementioned representations and descriptions, Atlas Roofing Corporation (hereafter,
“Seller”) makes no other representations or warranties as to the insulation sold herein. The Seller
disclaims all other warranties, express or implied, including the warranty of merchantability and the
warranty of fitness for a particular purpose. Seller does, however, have a limited warranty as to the 
R-Value of the insulation, the terms of which are available upon request from the Seller.

The Seller shall not be liable for any incidental or consequential damages including the cost of
installation, removal, repair or replacement of this product. The Buyer’s remedies shall be limited
exclusively to, at Seller’s option, the repayment of the purchase price or resupply of product
manufactured by Atlas in a quantity equal to that of the nonconforming product. Atlas distributors,
agents, salespersons or other independent representatives have no authority to waive or alter the
above limitation of liability and remedies.

All ACFoam products consist of state-of-the-art polyiso foam with superior fire performance
characteristics and the ability to retain high R-values. Each ACFoam product is manufactured with
exceptional strength, using dimensionally-stable facers that add durability to the boards.

Guide Details for Atlas Nailable
Insulations are also available online
at www.atlasroofing.com. Note to
architects: These are available in
CAD, PDF and EPS formats.

Atlas Nail Base Fasteners
ATLAS NAIL BASE FASTENERS ARE REQUIRED ON ALL 
ATLAS ACFOAM® NAILABLE INSULATION SYSTEMS.
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